SILT FENCE: This sediment borrier utdizes slondord stranght or extra strength sythetic filer fobrics.

t 13 designed for situations in which only shest or averlond Nows are expected. See diogrom.

- The height of a sit fence shal not excesd 36 nches {Higher fences may wnpound wolumes of
water sufficient 1o couse foiure of the structure.)

The fiter fabric shall be purchosed in o coalinuous rall cut to the length of the bamer to
avoid Uhe use of joint. When jials ore necessary, fiter cloth sholl be spliced together only
ot g support post, mith 0 minimum S-nch overdap, ond secursly sealed.

Posts shall be spaced o maximum of 10 fest t at the bamier localion ond driven
secursly into the ground {minimum of 12 mches) When extra strength fobric 13 used
without the wire support fence, Post spacing shall not exceed 6 feet

- A trench sholl be excavated approximately 4 nches wide and 4 mches deep clong the line of
poats and upsioped from the barrier.

5. When stondard strength filter fobric is used, a wire maesh fence shall be fastened securely
to the upsiope side of the posts using heavy duty wire stoples at least 1 inch long, tie wives of hog
rings. The wire shall extened into the trench o minmum of 2 inches ond shall not extend more thaon
36 inches obove the origindl ground surfoce

G. The standard strength fiter fobric sholl be stagpied or wired to the fence, ond B inches of the
fobric sholl be extended inlo the trench. The fobric sholl no exceed more thon 36 inches cbowe
the original ground surfoce Filler fobvic shall not be stapled to the existing trees.

When extro strength flter fobric ond closer post spocing are used, the wire mesh support fence
may ba sliminated In such case, the fiter fobric & stapled or wired directly to the posts with ot
other provisions of item No: 6 appiying

3. The trench sholl be bockfiled ond soll compocted over the fiter fobric.

3. Sit fences 3ncil be removed when they have served Wheir udehall purpose, bul not before the
upsiope arsa has been permanty stobilized

MANTENANCE

1. Sit fences ond fter bormers shall be inspected immadiately after sach ronfol ond at leost dody
duting prionged rainfol. Any required repoirs sholl be made immadially

2 Should the fabric on o sit fmuolﬂlcbmi«docmouabocmchoﬁacﬁwwto the end
of the expeced usuabie life and the barrier is stil necessary, the fabric sholl be reploced promplly

3. Sediment deposits should be removed ofter sach storm event. They must be removed when deposits
reach approximatly one—half the height of the barmer.

4. Any sediment deposits remaining in ploce after the st fence or fiter barrier is no longer
required shall be dressed to conform with the existing grode, prepored ond seedad.
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SEDRMENT AND EROSION CONTROLS SHALL BE INSPECTED BY THE OWNER OR HIS/HER AGENT
EVERY SEVEM (7) DAYS AND WITHIN 24 HOURS OF A 0.5" OR GREATER RANALL EVENT A
WAITTEN LOG OF THESE NSPECTIONS AMD BPROVEMENTS TO CONTROLS SHALL BE KEPT

REQUIREMENTS.

PERNANENT SEEDING TO BE INSTALLED AFTER ALL COMSTRUCTION ACTIVITY IS COMPLETE
SEEDING AMD) MULCHING NOTES

SEDMENT CONTROL SHALL BE ACCOMPUSHED BY SEEDING AND MULCHING MMEDIATELY UPON COMPLETION
OF EXCAVATION OF FILL AND FISHED CRADING M ACCORDANCE WATH TEN NO 653 0DOT COMSTRUCTION
AND MATERIAL SPECFICATIONS OR'AS DIRECTED BY THE ENGINEER

THE FOLLOWING MIXTURE SHALL BE USED FOR SEEDING IN ACCORDANCE WITH ODOT ITEM 659

KENTUCKY BLUE GRASS  40%

CREEPING RED FESCUE  40% 3471000 SF,

PERENMIAL RTECRASS 20X

204/ 1000 SF ()2-12-12)
3 TONS/ ACRE
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