Temporary Seeding Specifications

Seeding Dates Species Lb. / 1000sqft Per Acre
March 1 to August 15 Oats 3 4 bushel
Tall Fescue 1 40 b,
Annual Ryegrass 1 40 ib.
Perennial Ryegrass 1 40 ib.
Tall Fescue 1 40 Ib.
Annual Ryegrass 1 40 Ib.
August 16 to November 1 Rye 1 2 bushel
Tall Fescue 1 40 b,
Annual Ryegrass 1 40 b,
Wheat 1 40 b,
Tall Fescue 1 40 b,
Annual Ryegross 1 40 Ib.
Perennial Ryegruss 1 40 b,
Tall Fescue 1 40 ib.
Annual Ryegrass 1 40 b,
November 1 to Spring Seeding Use mulch only, sodding practices or dormant seeding

Mote: other approved seed species may be substituted.
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NO SCALE

50°L X 20'W X 12" TH # STONE
TEMPORARY ACCESS DRIVE 10
PREVENT TRACKING SEDIMENT OFF
SITE DURING CONSTRUCTION.
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SILT FENCE DETAIL

NO SCALE

DECEMBER 19, 1897

_ 2 WORKING DAYS
» BEFORE YDOU DIG

CAL TOLL FREe 800-362-2764

[HIO UTILITIES PROTECTION SERVICE
NON-MEMBERS MUST BE CALLED DIRECT

EXISTING UNDERGROUND UTILITIES NOTE:

THE SIZE AND LOCATION, BOTH HORIZONTAL AND VERTICAL

OF THE UNDERGROUND UTILITIES SHOWN HEREON, HAVE BEEN
OBTAINED BY A SEARCH OF AVAILABLE RECORDS. VERIFICATION

BY FIELD OBSERVATION HAS BEEN CONDUCTED WHERE PRACTICAL.

HOWEVER, POLARIS ENGINEERING & SURVEYING, INC. DOES NOT
GUARANTEE THE COMPLETENESS NOR ACCURACY THEREOF.
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SILT FENCE DROP INLET PROTECTION
NO SCALE

DROP INLET

SORCT:a.C. Ercslon ond Sadment Controf Phanriing: and Design Monudl, 1988

PERSPECTIVE VIEWS

DETAIL A

THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE THE
INLET DRAINS A RELATIVELY FLAT AREA (SLOPE NO GREATER
THAN 5%) WHERE THE INLET SHEET OR OVERLAND FLOWS (NOT
EXCEEDING 1 C.F.5.) ARE TYPICAL. THE METHOD SHALL NOT
APPLY 0 INLETS RECEIVING CONCENTRATED FLOWS, SUCH AS
N STREET OR HIGHWAY MEDIANS.
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September 18, 2003

SEE DETAIL A

ELEVATION OF STAKE AND
FABRIC ORIENTATION

GRAPHIC SCALE

( IN FEET )
1 inch = 20 #£t.

Elevations Used To Establish
Floor Elevations:
~Gar.FIr.+10 = Top/Wal
~Top/Wall+12.0"(1.0")=Frst.Flr.
~Top Wall—8'—0"=Top /Ftr.
-~Top /Ftr.+4"(0.33")=Bsmt.Flr.

Erosion ond Sediment Control Schedule

Ingress—Egress

A stone occess drive complete with under lying geo—textile
fabric (20 feet wide and 50 feet long) for ingress and ggress ot
the site shall be installed. This drive shall be the only entrance
and exit to the site. '

Silt Fence

All siit fence shall be installed prior to any sarthwork activities
at the site in the locations shown on the site plan as well as
along the front of any lot that slopes towards the streetl

Temporary Seeding

Disturbed areas of the site that are to remain idle for more than
twnty—one (21) days shall be properly seeded and straw mulched
within seven (7) days of completion of initial grading.

Temporary seeding and mulching of a thirty (30) foot strip of
the entire front of the lot shali be maintained on the site once
initial grading is complete.

Stabilization of critical areas within fifty (50) feet of any stream
or wetland shall be complete within two (2} davs of the
disturbance if the site is to remain Inactive for longer thon
fourteen (14) days.

Mulching

Straw—mulch shall be applied at a rate of 1 bale per every ten
{10) feet of curb, at o width of thirty (30) feet of the entire
length of the lot. Wood chips may also be used but must be
spread ot a minimum depth of four inches over the thirty—foot
width ond must be acccompanied by a properly installed silt
fence.

Malntenance
Erosion and sediment controls shall be inspected every seven (7)

days or within 24 hours of a 0.5" or greater rainfall event.
Necessary repaoirs shall be made ot this time.

Note:

All erosion and sediment control specifications, applications, and
timetables are bused on the descriptions and stondaords of The
Chic Department of Natural Resources "Rainwater and Land
Development Manual” and can be found in the Lake County Erosion
;:\SggSediment Control Rules os adopted December 21,

The specified erosion and sediment control standards are general
guidelines and shall not limit the right of the county to impose,

o PPN:#1=B-043—F—00~300~0
N Owner: Scott R. & Michelle Moore

— \
Sublot 285 y
PEN: 11804 FF=00-298~0 INSTALL SILT FENCE]\
Owner: Patricia L. Coulter H
0.25 Acres \ \ ;
| TEMPORARY
0.%"'\ SEED'NG\ENB — ;:;.
6}\ ~ \\ HULCHNG -~
. ’ 7 i
Sl - >
\ . G2
£x. House \'-.., / ;\ﬁ/ latk
Ffl. 633.78 3
Ff. Gar. 631.74 ?f-’\'\ 6 . Maitbox
/’ 7 iﬂ«q‘ N \
¥ - NS N
& > |PROTECTION N Rim 629.86 N
¢ / \ 120 inv. 62591 W :

12" Inv. 625.74 SF

2 WAL N 127 v 625.85 SW
/ | Loone. WAk \

& ey \—JSTONE ACCESS ™
/ / / & LY ~ DRIVE A
/ 0 ‘5/ NEx. Son MH s %
Fo 620424 BV O Rim 62956 N, N\
J BREZT S 8" v 62123 ) BN
Lilb viTRd 4
ibox '—"_3\
. At Sy : "\s \{gﬁ‘\
im 629.42 | AL =
127 inv. 626.46 NE | 2= ;Neﬁ)‘oa < N
12" Iny 626.61 W “ \e‘%« N
8" Inv. xszag«; N ¥ e \
@(\3\ A % A
PN <
\ o '\3%(5 R a@
<
. \2»%
N
~
A

Ex. Myd /Top

\;ﬁé’f

at any tims, additional, more stringent requirements. Mor shall the

standards fimit the right of the county to

ESTIMATED IMPERVIOUS AREA
HOUSE: _0.03Ac.
DRIVE: _0.02Ac.
TOTAL: _0.05Ac,

waive, in writing, individual requirements.

|, THE UNDERSIGNED, HEREBY CERTIFY THAT THIS
TOPOGRAPHY, INDICATED BY 67, 1°, OR 2' CONTOURS,
AND ELEVATIONS SHOWN HEREON, REPRESENT AN
ACTUAL FIELD SURVEY MADE BY ME ON THE _21st.

DAY OF _NOVEMBER , 2011, AND THAT THE ELEVATIONS

CURIE 1AL WERE TAKEN AT APPROPRIATE INTERVALS AND THAT AS
GF | LN | RAD.| CHD.| BEARNG | DELTA OF THAT DATE, THEY EXISTED AS INDICATED HEREON.
C285\ 4098 6000’ | 40.19°\ No4 0225 F | 3907597
C286 | 40.98° | 60.00 | 4019 | W63 10.24E | J90759” (A Cg\,, s e e

NOTE:

— Contractor To Verify Location
& Depth Of Laterals;

—See Architect Plons For
Complete House Dimensions;

~Drive Apron To Be 6"Thick
Concrete With 3 Foot Flares;

—Sidewalk To Be ODOT—608,

47 Thick(6"@ Driveway) With
3"Gravel Or Sandbase.

~Sump Pump To Discharge

To Proposed Storm Connection.

—~Proposed Downspouts To Outlet
To Splashblocks.

—~Splashblocks Te Be Directed Toward

The Front And Rear Of The Lot
(Not Toward Adjacent Properties)

—See Architect Plans For
Downspout Locations.
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POLARIS ENGINEERING & SURVEYING, INC.

34600 CHARDON ROAD — SUITE D
WILLOUGHBY HILLS, OHIO 44094

(440) 944—-4433  (440) 944-3722 (Fax)
www.polaris—es.com

DESIGN CERTIFICATION

THIS PLAN WAS PREPARED BY ME, AND IS CORRECT TO THE BEST
OF MY KNOWLEDGE AND BELIEF.

M(,J,W

12/2 /11
DATE

NAME

BENCHMARK:

B.M. = T.B.M Set On Top Of Hvdrant
Located _As Noted
Flevation _631.83

STATE SEAL

"AS—BUILT” CERTIFICATION

| HEREBY CERTIFY THAT THE CIRCLED INFORMATION IS EXISTING AS
OBTAINED ON THE SITE AND IS CORRECT TO THE BEST OF
MY KNOWLEDGE AND BELIEF.

NAME DATE

Prepored For:

Canterbury Homes, Inc.
Ron Klein/Marc Kaplovitz
29899 Smithfield
Orange, Ohio 44022
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